
Submitted Model No.: ________________________________________
Specific Features: ___________________________________________

Delta reserves the right (1) to make changes in specifications and materials, and (2) to change or discontinue 
models, both without notice or obligation. Dimensions are for reference only.  See current full-line price book or 
www.specselect.com for finish options and product availability.

RP70172▲

Standard SpecificationS
• Full spray function.
• 2.0 GPM, 7.6 L/Min. @ 80 PSI (552 kPa).
• H2Okinetic Technology®.
• Actual flow rate @ 45 PSI 1.82 GPM.  For use with      
   automatic compensating valves rated at 6.90 L/Min.      
   (1.82 GPM) or less.
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3 13/32"
(86 mm)

Warranty
• Lifetime Faucet and Finish Limited Warranty to the        
    original consumer purchaser to be free from defects       
    in material and workmanship.
• 5 Year Limited Warranty for usage in all industrial,        
    commercial and business applications.

coMpLieS WitH:
• ASME A112.18.1 / CSA B125.1
• EPA WaterSense®

7 29/32" Dia.
(201 mm)
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RP70173▲ RP70175▲

Water efficient 
shoWerheads
■ EPA WaterSense®

■ 2.0 GPM @ 80 PSI
■ H2Okinetic Technology®

®

RP70172▲

▲ Designate Proper Finish Suffix

Full Spray

3"
(76 mm)

6 13/32" Dia.
(162 mm)

RP70173▲

2 39/64"
(66 mm)

5 13/32" Dia.
(137 mm)

RP70175▲

RP70171▲

Spray Patterns

2 3/4"
(70 mm)

6"
(152 mm)

RP70171▲


