
CTS CPVC Technical

CTS Product Dimensions

45° Street Ell
Spigot x Socket
NSF® Certified Lead Free

Coupling
Socket x Socket
NSF® Certified Lead Free

Coupling - Reducer
Socket x Socket
NSF® Certified Lead Free
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Part Number Size H H1 J J1 M1 Approx. Wt.
(Lbs.)

4127-005 1/2 3/4 23/32 1/4 7/32 27/32 .01
4127-007 3/4 1-1/32 31/32 5/16 1/4 1- 3/32 .03
4127-010 1 1- 5/16 1-7/32 13/32 5/16 1- 3/8 .05

Part Number Size L M N Approx. Wt.
(Lbs.)

4129-005 1/2 1- 5/32 27/32 1/8 .01
4129-007 3/4 1- 9/16 1-3/32 1/8 .02
4129-010 1 1-15/16 1- 3/8 1/8 .04
4129-012 1-1/4 2- 3/8 1-21/32 1/8 .08
4129-015 1-1/2 2- 3/4 1-31/32 1/8 .13
4129-020 2 3- 9/16 2- 9/16 1/8 .28

Part Number Size L M M1 N Approx. Wt.
(Lbs.)

4129-101 3/4X1/2 1-11/32 1- 3/32 13/16 1/8 .02
4129-130 1X1/2 2-5/32 1-3/8 1-3/8 23/32 .08
4129-131 1X3/4 1- 3/4 1-11/32 1- 3/32 1/8 .03
4129-1661 1-1/4X1/2 2- 5/8 1-21/32 1-21/32 31/32 .14
4129-1671 1-1/4X3/4 2- 5/8 1-21/32 1-21/32 25/32 .14
4129-1681 1-1/4X1 2-9/16 1-21/32 1-21/32 1/2 .12
4129-2091 1-1/2X1/2 3- 1/16 1-31/32 1-31/32 1-1/4 .23
4129-2101 1-1/2X3/4 3- 1/16 1-15/16 1-15/16 1- 1/32 .23


