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FIG.  PART NO. DESCRIPTION OF PART                 NO. REQ.
 1 43-46-0171 Depth Gauge 1
 2 --------------- Depth Gauge Stopper 1
 3 --------------- Depth Gauge Sleeve 1
 4 40-50-1660 Spring 2
 5 48-38-0020 1/8" x 64mm High Speed Steel Cutting Bit 2
 6 48-68-0060 Collet Nut 1
 7 48-66-0320 1/8" Collet 1
 7a 48-66-0325 1/4" Collet 1
 8 34-60-0760 Retaining Ring 1
 9 02-04-1816 Ball Bearing 1
 10 45-30-0305 Rubber Slug 16
 11 44-90-0203 Cushion Ring 1
 12 44-90-0204 Stamped Ring 1
 13 34-40-0370 O-Ring 1
 14 45-30-0310 Rubber Cushion/Seal 2

FIG.  PART NO. DESCRIPTION OF PART                 NO. REQ.
 20 43-44-0515 Motor Cap Seal 1
 23 42-42-0425 On-Off Switch Shuttle 1
 24 40-50-1090 Spring 1
 25 44-90-0990 E Retaining Ring 1
 26 --------------- Spindle Lock Button 1
 27 --------------- Housing Support - Left Housing Halve 1
 28 --------------- Housing Cover - Right Housing Halve 1
 29 12-20-0084 Service Nameplate 1
 30 06-82-2025 M3.5 x 16mm Pan Hd. ST T-10 Screw 7
 32 49-96-0011 Wrench 1
 33 --------------- Belt Clip 1
 34 06-82-0130 6-32 x 5/16" Pan Hd. T-15 Machine Screw 1
 39 42-55-6148 Contractors Bag 1
 50 31-44-0059 Housing Assembly 1
 51 42-70-2653 Belt Clip Kit 1
 52 14-50-0081 Motor/Electronics/Spindle Assembly 1
 53 44-20-0075 Spindle Lock Assembly 1
 54 42-42-0415 Depth Gauge Adjustment Assembly 1
 55 23-66-0635 On-Off Switch 1 
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Wires to the LED Worklight

DC Motor

On-Off Switch (55)
NOTE:
23-66-0635 is a separate service
replacement part. Care must be 
used when unsoldering an old switch 
and soldering on a new switch. 

PCBA

Battery Terminal
Connector Block 

NOTE: Be sure to place all components of the Motor/Electronics/Spindle 
Assembly (52) firmly and squarely in the Housing Support (27). Be sure to 
route wires into wire traps as shown. Check for any interferences prior to 
installing the Housing Cover (28).  


